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MATERIAL LIST
REF PART QTY MATERIAL AND DESCRIPTION NOTE
1 |CABLE 1 [2x1 PVC BLACK
o 2 |CAP 1 |PTB BLACK
N 3 |BODY 1 |[EX.KEY 24mm BRASS 1/2"G CIL A
4 |BIMETALLIC DISC 1 |SEE TECHNICAL SPECIFICATION
TECHNICAL SPECIFICATION
[ ELECTRICAL CONDITIONS NC PROTECTION DEGREE P 67
MECHANICAL LIFE 10° ELEC. CHARACTERISTICS 10(4)A/12Vac
. MAX N.CICLI/MIN 5 10(3)A/24Vac
TEMPERATURE SWITCH 50°C+5 12(2)A/125Vac] |
o DIFFERENTIAL 10°C+£3 10(1)A/250Vac
‘0 TEMP.CHANGE RATE 1,5°C/MIN IMAX TEMPERATURE CABLE 70°C
g MARKING ELECTRICAL SHEET| INSPECTION PLAN
3 ~06,6 Elecfrical condition for
— T=20°C See flow-chart MD-16-001 B
DAVA MOD.506 ]O“|)P/27250V NOTES
AN 2608050581 .
M T=50°CNC  T120°C +°C Special perform
CE @ NC qualification
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